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EVALUATION OF SILICON NITRIDE AS 
AN ADVANCED RADOME MATERIAL 

Various forms of silicon nitride (Si3N4) are investigated to determine their suitability as radome 
materials for hypersonic, radar-guided missiles. The Applied Physics Laboratory has directed test efforts 
to assess the performance of these materials for use in radome manufacture. A database of thermal 
transport and mechanical properties has been generated by the developers of these materials and by other 
independent laboratories. The Laboratory suggested standard surface-finish techniques and a uniform 
sample size and shape for use by all suppliers so that direct comparisons could be made. The results of 
tests conducted from 1985 to 1988 on mechanical strength and particle impact damage are presented along 
with an explanation of the methods for obtaining reliable strength and toughness values essential for 
radome design. 

RADOME DESIGN REQUIREMENTS 

All guided missiles depend on electromagnetic (EM) 
wave sensors to detect energy that is either emitted or 
reflected from the target. The EM sensors are integrated 
into a closed-loop tracking system that measures the line 
of sight (LOS) angle between the missile axis and the target 
position. Reliable atmospheric intercepts , where closing 
velocities sometimes exceed 10,000 ft/s, require that the 
LOS angle measurement be accurate to a fraction of a 
milliradian. Because it is located at the front of the 
missile, the EM sensor window must provide a low-drag 
contour and not interfere with the EM waves. For radar
guided missiles, these fundamental requirements indicate 
the use of a mechanically strong material that is transpar
ent to microwave energy. This latter requirement means 
that the window should have a low dielectric constant 
(also called permittivity) and low EM absorption (called 
loss tangent). Metal oxides, specifically many polycrys
talline ceramics, meet these requirements of high strength 
and dielectric permittivity. 

When naval weapons designers address countering 
airborne threats to ships at sea, the inevitable conclusion 
is to increase the flight speed and maneuverability of the 
defensive missiles. Higher speeds lead directly to higher 
structural temperatures in the missile, particularly in the 
radome. Also, high radome temperature will result in 
diminished strength and an increase in both dielectric 
constant and loss tangent, either of which can lead to 
intercept failures. A missile that flies through rain can 
suffer considerable impact damage, resulting in greatly 
reduced strength. 

Measurements made on small laboratory samples can 
be used to evaluate the structural suitability of silicon 
nitride as a radome material. Mechanical load studies of 
an advanced radome on expected flight trajectories have 
resulted in an explicit set of thermal and structural radome 
requirements. The radome considered is a 10° half-angle 
cone, 14 in. in diameter with a wall 0.125 in. thick. During 
flight , very rapid boost phases and the ability to pull 
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100-g lateral turns result in thermal and mechanical 
stresses that total about 35,000 psi of tension at the inner 
surface of the radome. Wall temperatures during this 
loading reach a maximum of about 2200°F. Encounters 
with rain, ice, or dust at the angle of attack will likely 
result in impacts at velocities around 8,000 ft/s at angles 
of lY to 20° to the surface. A successful advanced ra
dome material such as silicon nitride must endure such 
loading conditions . 

Silicon nitride exists as an ionic bonded crystalline 
structure that is very hard and retains its strength at 
temperatures up to at least I800°F. This intrinsic charac
teristic exceeds that of commonly used radome materials 
such as alumina (AI 20 3), silica (Si02), and cordierite 
(AI20 3 , MgO, and Si02). Exploiting this very desirable 
material for use as a radome requires forming and pro
cessing the material into axisymmetric shapes with uni
formly thick walls. The art of ceramic fabrication in
volves many nuances that are often painfully learned 
through trial and error. Most successful processes are 
proprietary trade secrets owned by individuals or com
panies. As a forming process varies, so do the properties 
of the resultant part. Distinguishing between nominally 
similar variations of silicon nitride without bearing the 
considerable expense of producing and testing many fu11 -
size radomes becomes possible with proper interpretation 
of tests on small coupons. 

PART MANUFACTURING AND TESTING 

Table 1 lists all the silicon nitride samples delivered 
by the contractors and evaluated by APL. Finished radome 
shapes were successfully produced only by GTE/Wesgo. 
The Raytheon Co. did the final grinding of these parts. 
Contract timing requirements made it necessary to use 
bar and disk samples from GTE that derived from an 
experimental material and process called AY6. The 
AY6 material and process were not sufficiently devel-
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Table 1. Silicon nitride samples evaluated by APL. 

MOR bars No. of 
(0.25 x 0.125 x disk Fini hed Radome 

Supplier Material Processing 2.5 in.) specimensa radome d blanks 

Ceradyne, Inc. CER 147Y Hot-pressed S i3N4 160 58 + 10 2 

GTE Laboratories GTEAY6 Slip-cast, dried, and 120 59 + 10 
intered Si3 4 

General Dynamics GD-1 Sli p-cast dri ed, and 0 3 + 11 
sintered SiAlON 

GTE/Wesgo SNW-IOOO Spray-dried, isostatically 60b 2+8 2 

pressed, and s intered Si3N4 8c 

GTE/Wesgo SNW-9000 Spray-dried and isostatically 120 0+14 

pressed Si3N4 
Garrett Corp. Airesearch G-ACC-C Sintered, reaction-bonded 120 0+14 4 

Si3N4, hot isostaticall y pres ed 

Raytheon Ray Slip-cast 120 0 

a umber of unimpacted and number of impact tests; disks had 2.5-in. diameters and were 0. 125 in. thick. 
bBars 0. 177 in. x 0.1 38 in. x 1.97 in. 
Ceut from radome nose, 0. ] 0 in . x 0.05 in. x 1.2 in . 
dBlanks indicate that no samples were produced. 

oped by the time that subscale radomes were required; 
therefore, the well-established SNW-I 000 material and 
process were used instead. Thus, GTE had a strength 
versus temperature database on AY6 , but radomes made 
from SNW-IOOO. Subsequently, GTE delivered three 
sets of SNW- lOOO bar samples to APL fo r testing: one set 
of e ight bars cut from the nose section of one of the 
radomes and two sets of thirty each for modulus of rup
ture (MOR) evaluation at room temperature and at 2400°F. 
The data from these tests are included in the di scuss ion 
that follows. 

Finished conical frusta (about 12 in. hi gh with a small
end diameter of about 6 in.) that demonstrated production 
and finishing capability of hot-pressed thin shells were 
produced by Ceradyne. No strength or RF tests could be 
dev ised for these parts. Several 14-in.-diameter radome 
blanks were attempted by Ceradyne Co., but the tip sec
tions did not form properly and could not be ground to 
finished dimension. ' The Garrett Corp. produced conical 
frusta and subscale radome bl anks in as-fired condition. 
The Garrett parts were near net shape in terms of th ick
ness, but they were not sufficiently round to allow finish
grinding to the required uniform , ax isymmetric thick
ness; as a result, no tests were conducted on these parts. 
The Raytheon Co. produced 120 flexural strength sam
ples and then withdrew fro m further participation. Gen
eral Dynamics donated a s ilica-alumina- oxynitride ma
terial; the 14 disks they provided were used primarily for 
evaluation of particl e impact. 

Although the production of small-coupon samples is 
insufficient to certify a radome design , properly conduct
ed tests on small coupons can be related via stati st ical 
analysis to an eventual full -size radome. Of particular 
interest here is the measurement of ultimate fl ex ural bend 
strength ver us temperature. All manufacturers were re
quired to produce modulus of rupture bars (0.25 in. wide 
x 0.125 in . thick x 2.5 in. long) for testing at room tem
perature, I 800°F, 2200°F, and 2550°F. At each tempera
ture , a set of thirty bars of each material was required. 
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These tests produced uni axial bend strength vers us tem
perature for each material and served as an initial screen
ing. Table 2 summarizes these results and includes some 
stati stical parameters (discussed later). A strength test 
that more closely resembles the loading that radomes 
experience during flight is the biaxial flexure test, which 
app lies a biaxial bending stress in the central portion of 
a cylindrical disk via concentric loading rings (Fig. I). 
An add itional benefit of the biaxial di sk test is that, unlike 
the four-point bar arrangement, no edges or corners are 
in the highly stressed area of the disk. Groups of thirty 
disks were produced for tests at room temperature and 
2400°F by Ceradyne and GTE/Wesgo. Data from these 
tes ts are also presented in Table 2. 

Data AnaJysis 
In a collection of N measurements of the stress at 

fai lure (0) of identical samples, it is possible to rank each 
di screte strength meas urement, (fi' in ascending order. A 
probability of fai lure, PFi, is assigned to each measure
ment: PFi = i/(N + I). According to the Weibull reliability 
statistic ,2 data of thi s type can be represented by the 
fo llowing relationship: 

In[l/(l - PF)] = J ((f/(for
i 

dS, 
s 

(1) 

where the subscript i is dropped to denote a continuous 
distribution of failure probabiliti es over a ll stress level s, 
(f; (fo is a characteristic strength ; m (call ed the Wei bull 
modulus) is related to the di spersion of both the size and 
location of strength-l imiting flaws within the stressed 
part; and S represents the physical boundary of the test 
sample under load and can be interpreted as e ither an area 
or a vo lume. For a collection of samples with the same 
s ize and stress distribution , the Weibull fo rmul a can be 
lineari zed as 

In{ln[I/ ( I - PF)J}=mln(f+C, . (2) 
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Table 2. Strength test results for sil icon nitride. 

Average fai lure strength Wei bull modulus 
Manufacturer (1000 psi) (m) 

MOR bars 

CER 147Y 

GaITett ACC-C 

Raytheon 

GTE AY6 

GTE SNW-IOOO 

CER 147A 

Disks 

CER 147Y 

GTE AY6 

SNW-1000 

SNW-9000 

101 
76 
87 
50 

75 
67 
44 
10 

75 
71 
41 
19 

67 
63 
41 
21 

100 
66 
97 

90 
90 
73 
47 

98 
75 

55 
30 

74 

57 
Note: MOR = modulus of rupture, RT = room temperature. 

7.7 
5.8 
9.5 

10.5 

6.9 
9.3 
5.9 
5.9 

7.7 
12.1 
7.4 
7.3 

8.4 
7.1 
9.2 
8.5 

10.1 
15.1 
19.6 

9.2 
8.6 

10.7 
37.4 

12.9 
8.4 

6.7 
8.7 

"Sample s ize was too small for high confidence in Wei bull modu lus. 

If the average strength of a collection of samples of 
modulus of rupture bars is denoted MOR [MOR = 
(~~= I oJ IN], then by definition the PF for any sample 
loaded to that stress level is PF(MOR) = 0.5. Alternately, 
a population of modulus of rupture bars can be produced, 
only a small percentage of which (i.e., PFo) fail when 
loaded to the design stress, (To. In either case, val ues of 
MOR and m for these bars are given as 

In(MOR) = [In(ln2)-C,]/ m , (3) 

where 

Neil3 suggests that this relationship can be used to exam
ine the trade-off between average strength and the scatter 
or variability of strength data, represented in m: a material 
with a high average strength and high degree of scatter 
(low m) will not meet design requ irements ((To and PFo) 

.Iohlls Hopkills APL Technical Digesi. Vo /{(m e 13. Number 3 (1992) 

Temperature 
CF) 

RT 

1800 
2200 
2550 

RT 

1800 
2200 
2550 

RT 

1800 
2200 
2550 

RT 

1800 
2200 
2550 

RT 

2400 
RT 

RT 

1800 
2200 
2550 

RT 

2400 

RT 

2400 

RT 

RT 

Silicoll Nirride as all Adl'Gl1ced Radome Materia l 

No. of samples 

30 
30 
30 
30 

37 
10 
10 
10 

30 
30 
30 
29 

30 
30 
30 
30 

30 
30 

8a 

lOa 
lOa 
lOa 
lOa 

26 
26 

30 
27 

2a 

P 

Weibull slope coefficient 
of determination (,.2) 

0.976 
0.929 
0.965 
0.954 

0.940 
0.969 
0.879 
0.946 

0.979 
0.952 
0.926 
0.909 

0.951 
0.903 
0.946 
0.850 

0.880 
0.850 
0.932 

0.916 
0.921 
0.913 
0.886 

0.980 
0.980 

0.926 
0.976 

as we ll as a material with moderate average strength and 
very littl e scatter (high m). This notion is presented in the 
context of the present radome design requirements in the 
following paragraphs. 

The Weibull statistic prov ides a guideline for project
ing the failure stress of small samples to the fail ure stress 
in a radome at equivalent probabilities as 

, 
(TB / (TR = (SR / SB)-; , (5) 

where subscripts Rand B are for radome and bars, re
spectively. Alternatively, a radome can be thought of as 
composed of N == (SR/SB) bar elements, each of which 
must have a probability of survival, PS'I' at the radome 
design stress such that the radome failure probability, 
PFR , is 

N 

1 - P FR = IT P SII ~ P S~ , (6) 
11=' 
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Stresses due to 
thermal gradient 

Radome in flight at 
angle of attack 

Uniaxial bending stresses 
p 

2.5-in . MOR bar length 

Stresses due to 
thermal gradient 

+ aero load -t 

14-in . 
diameter 

Figure 1. Stress distributions in radomes and flexural strength samples. C = compression , T = tension , P = test load ; t = thickness ::=0.125 
in.; MOR = modulus of rupture ; r, Z, and 8= local coordinate directions. 

where PSg is the required probability of survival of a 
collection of modulus of rupture bars loaded to the ra
dome des ign stress. The equality holds only to the extent 
that stress di stributions in the modulus of rupture bars and 
radome elements are equal. The small biaxial disk sam
ples tested here conform to thi s requirement as much as 
possible. 

Equat ion 5 can be used with Equations 3 and 4 to 
define the modulus of rupture for bars at equivalent fail
ure rates, or Equ ati on 6 can be used with Equations 3 and 
4 to ident ify the minimum acceptable failure probability 
rate in bars loaded to the radome design stress. Figures 
2 to 4 illustrate this compari son for the present radome 
design stress of 35,000 psi and several radome failure 
probabilities between 5% and 0.0 I %. The size ratios 
consider the relative stressed volumes of bars, disks, and 
the radome. 

The modulus of rupture bar and flex ural di sk data 
li sted in Table 2 are plotted in Figures 2 to 4 to show the 
relative merit of the different materi als as radome can
didates. In evaluat ing these data, the area above and to 
the right of a given failure probabil ity curve represents 
acceptable perfo rmance, whereas the area below and to 
the left of the curve represents an excessive probability 
of fa ilure. Note that the slight difference among the re
qui rements curves for a given probability of failure re
flec ts the d ifferent volume ratios of the radome and the 
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res pect ive strength samples. Also, the data for room tem
perature and e levated temperature are plotted together, 
a lthough the radome des ign condition is actuall y for the 
high-temperature condition. These design curves show 
that the requirements are beyond, or possibly just at, the 
state of the art for these cerami cs. The GTE/Wesgo SNW-
1000 materi al most nearly meets the design conditions as 
stated here; however, thi s conclusion is based on modulus 
of rupture bar strength data onl y, as no biax ial flexure 
disks of SNW-l 000 were made. 

A fundamenta l assumption made in the forego ing 
discussion and in constructing Figures 2 to 4 is that the 
mechanisms for failure, the di stribution and types of 
fl aws, and the stress di stributions present in radomes an: 
small strength samples are identical. The latter assump
tion is obviously not correct insofar as the radome stress
es are a result of a combination of biax ial t hermal bending 
in an ax isymmetric shell superimposed on either tension 
or compress ion due to aerodynamic maneuver loads. The 
modulus of rupture bars ex perience unidirec ti onal bend
ing stresses, and the di sk samples have biax ial bending. 
These differences are illustrated genericall y in Figure I. 
The assumption of equal stress distributions among sam
ple groups can be relaxed by a more rigorous evaluation 
of the Wei bull integral (see Ref. 4 for details). 

The starting powders, forming techniques, firing 
schedules , and grinding operations used to produce ra-
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Figure 2. Modulus of rupture bar strength requirements for a 
design stress of 35,000 psi and size ratio of 4660. Flagged 
symbols = 2200 ' F; unflagged symbols = room tempe rature, 
• = CER 147Y, 0 = GTE AY6, 6 = Raytheon, 0 = Garrett. 
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Figure 3. Modulus of rupture bar strength requirements for a 
design stress of 35 ,000 psi and size ratio of 11 ,000 for SNW-1 000. 
• = room temperature, - = 2400 ' F. 

domes and strength samples will certainly vary among 
manufacturers and perhaps even within a particular 
material. All such variations can significantly alter the 
size and distribution of the strength-limiting flaws, and 
hence the Weibull statistics. Variations of this type within 
a sample group are reflected in the degree to which the 
measured strength values fit the Weibull formula (Eq. 2). 
Table 2 lists the coefficient of determination (r 2) for all 
the data groups, generally above 0.90. 

PARTICLE IMPACT TESTS 
Flat disk samples were impacted with nylon beads shot 

from an exploding wire apparatus at velocities of approx
imately 8,000 ft/s. Adlers has shown that for velocities 
between 4,000 ftls and 16,000 ftls, nylon bead impacts 
cause damage similar to that caused by water drops. For 

Johlls Hopkins APL Technical Diges/, Volume 13, Number 3 (1992) 

Silicon Nitride as an Adl'anced Radome Material 

30,----------.-----------.-----------, 
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Figure 4. Biaxial disk flexure strength requ irements for a design 
stress of 35,000 psi and size ratio of 1110. Filled symbols = room 
temperature, open symbols = 2400' F, 0 = CER 147Y, 0 = GTE 
AY6. 

these tests, beads with a 1.98-mm diameter and 4.7-mg 
mass were used. The impact angle was 17.Y (90° is 
normal impact). Tests were conducted with some spec
imens at room temperature and some at 2400°F. The 
particle velocity, impact angle, and elevated temperature 
were selected to be representative of conditions that 
would be experienced by a radome in flight. After impact, 
the specimens were subjected to a biaxial flexure test to 
evaluate their residual strength by Southern Research 
Institute, which also performed biaxial flexure tests on 
unimpacted samples; thus, the loss in strength from im
pact damage could be determined by comparing the 
biaxial flexure strength of the impacted and unimpacted 
samples. At General Research Corp., the specimens were 
measured, weighed, and inspected both visually and with 
an optical microscope to ensure that the region to be 
impacted was free of gross flaws. 

For the room temperature tests , the samples were 
placed in a polyethylene holder that provided support 
around the outer 0.125 in. of the back face of the disks . 
During the elevated temperature tests, each specimen was 
held at a 17.Y angle in a graphite oven that was heated 
inductively. The specimen was heated gradually (for 20 
min) to the desired temperature, which was measured by 
optical pyrometers, and then impacted and allowed to 
cool slowly to room temperature. 

The biaxial flexure tests were conducted using a ring
on-ring test apparatus (Fig. 1). All the biaxial fl exure tests 
of impacted specimens were done at room temperature 
to avoid subjecting the specimens to several heating and 
cooling cycles. The impacted samples were placed in the 
test fixture so that the impact surfaces were in tension. 

Because the number of specimens of each material was 
limited, the following tests of each material were made : 
a single impact at room temperature on each of three 
samples, a single impact at 2400°F on each of three 
samples, and a triple impact at room temperature on each 
of three samples. When a set of samples numbered more 
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than nine, they were reserved, first in the event that a test 
had to be repeated and then for measuring unimpacted 
strength. The triple-impact tests involved three sequential 
bead shots aimed at the same location on the sample. In 
practice, the three impact points did not coincide, but they 
were quite close. 

The results of the impact and residual strength tests are 
discussed in detail in Ref. 6. A comparison of the average 
room temperature biaxial flexure strength for unimpacted 
and impacted samples is presented in Table 3. No biax ial 
flex ure tests were done on unimpacted samples of the 
Garrett material because not enough of these samples 
were produced. 

CONCLUSIONS 

The Ceradyne hot-pressed si licon nitride has the high
est strength of all small -coupon samples tested at both 
high and ambient temperatures. After several attempts, 
Ceradyne was unable to overcome the difficulties in hot
press form ing of the c losed-tip section of the radome. No 
finished radome shapes were produced; therefore, the 
CER 147Y material is st ill regarded as experimental for 
radome applications. No RF measurements, other than 
dielectric constant and loss tangent, were made.7 Flaws 
resulting from hypersonic particle impact reduce the 
strength of the Ceradyne material by 30 to 40%. 

The Garrett near-net-shape process is very close to 
making acceptable radome shapes. The several blanks 
they produced have a generally uniform thickness that is 
within about 0.060 in. of the required finished dimen
sions; however, the wall contour is distorted fore to aft 
and around the circumference too much to allow final 
grinding. No RF measurements were made on these sub
scale radome blanks. The Garrett coupon samples had the 
lowest strength characteristics and appear to suffer from 
excessively large flaws. 

The two GTE/Wesgo radomes were delivered on time 
and finish-ground to the required uniform thickness by 
Raytheon. These radomes have good Ka-band radar 
performance at room temperature. Limited RF testing at 
temperatures around 1800°F shows that RF performance 
degradation can be partly compensated by an adjustment 
in radar frequency. No RF measurements at the highest 
required operating temperature (2800°F) have yet been 
made. Although very few unimpacted biaxial disk sam
ples of SNW- l 000 were tested, the 60 modulus of rupture 

Table 3. Biaxial flexure strengths at room temperature. 

Material Average unimpacted 
designation strengtha (no. of samples) 

GD-1 15,000 (3) 
GTEAY6 54,300 (30) 
CER 147Y 95,500 (30) 
SNW-1000 78,120 (1) 
SNW-9000 57,320 (1) 
G-ACC-C A 

Note: NA = not analyzed. 
ilMeasured in psi. 

A verage single impacta 

(no. of samples) 

6,540b (3) 
50,680 (3) 
68,010 (3) 
62,240 (3) 
57 ,183 (3) 
51,462(3) 

bars tested by Southern Research Institute indicate a 
strength and reliability equal to the Ceradyne hot-pressed 
material. Although small in both number and physical 
dimens ion, the eight bars cut from the fini shed radome 
show excellent strength. The residual strengths of the 
SNW- IOOO and Ceradyne materials after particle impact 
are similar. 

All materials undergo a decl ine in strength from impact 
damage. Close multiple impacts cause a greater loss of 
strength than single impacts. The Ceradyne materia l has 
the highest unimpacted strength so that , even though the 
strength decreases by 28.8% after a single impact, it still 
has the highest strength of all the single-impact materials. 
After three impacts, the Ceradyne strength is below, but 
comparable to , that of SNW-l 000, which has the highest 
residual strength after three impacts. The strength de
grades significantly after one impact, but little further 
strength reduction is caused by the two additional im
pacts. These results are based on a very small number of 
impact tests fo r each material, so the confidence level in 
the amount of degradation is not high, and the Weibull 
moduli cannot be calculated reli ably. At the average re
sidual strengths measured here, a Weibull modulus of 
over 20 would be required to meet the present design 
goals. Adler5 reported microscopic observation of the 
impact sites: 

... the Ceradyne materials exhibited the least amount of 
crack penetration: on the order of 5% of the specimen 
thickness. The SNW materials have crack penetration 
depths that range from 15% to 30% of the spec imen thick
ness. The SNW-lOOO materials have consistent ly deeper 
cracks than the SNW-9000 materials. From the limited 
number of crack depth measurements the Ceradyne material 
has the highest particle impact fracture resistance by a 
factor of 3 or 4. The next most resistant material is the 
SNW-9000 fo llowed by SNW-1000.5 

In summary, the SNW-IOOO and Ceradyne 147Y 
materials demonstrate very similar strengths both before 
and after hypersonic impacts. These materials are clearly 
superior to all the others tested here, but they remain 
slightly below the radome performance requirements. 
The demonstrated capability for radome production by 
GTE/Wesgo singles out the SNW-lOOO material as the one 
currently best suited for prototype development. As new 

Decrease in strength Average triple impace Decrease 
(%) (no. of samples) in strength (%) 

56 6,080c (1) 59 
7 43,750 (1) 19 

29 58,510 (3) 39 
20 59,800 (3) 23 

0.2 45,055 (2) 21 
NA 46,653 (5) A 

bThis va lue is fo r the onset of frac ture, but the strength at complete failure was much higher. 
cThe flexural strength after two impacts. A third impact would result in the complete fracture of the specimen; the flexural strength woul d be zero. 
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materials are developed with improved fracture tough
ness and higher temperature capability, the evaluation 
methods described here , using carefully controlled tests 
on small coupons, can be applied to obtain reliable ra
dome design val ues for strength and resistance to rain 
damage. 
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